IN THE DRAWINGS 

The Examiner's permission is requested to include an additional figure, FIG. 4 attached 
to this response. Figure 4 is a flow diagram of the process described in the 
specification as originally filed. No new matter has been added. Support for this figure 
is found in the specification as originally filed and as more completely described below 
on page 9 of this response. 
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APPLY A NON-EPOXY GLUE SEALANT ALONG AN OUTER 
PERIPHERY OF A FIRST SUBSTRATE 
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PLACING A SECOND SUBSTRATE ONTO THE FIRST SUBSTRATE 
CONTAINING THE NON-EPOXY GLUE SEALANT TO FORM AN LCD 
PANEL ASSEMBLED ACCORDING TO AN ODF METHOD 



408 




N 



IRRADIATING THE GLUE SEALANT 
WITH CW OR PULSED LASER 
BEAM RADIATION INCIDENT TO 
ONE OF THE TWO SUBSTRATES 
AT A NON-NORMAL ANGLE 
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IRRADIATING THE GLUE SEALANT 
WITH CW OR PULSED LASER 
BEAM RADIATION INCIDENT TO 
ONE OF THE TWO SUBSTRATES 
AT A NORMAL ANGLE 
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TRACE OUT NON-EPOXY GLUE SEALANT WITH ONE OF A 
LASER CONTROLLED BY A SERVO AND A BEAM DIRECTED BY 

SCANNING MIRRORS 



FIG. 4 




